Microcom 400 Installation Guide

1. Terminal Type File (#3.2)

VA FileMan Version 21.0

Select VA FileMan Option: Enter or Edit File Entries

INPUT TO WHAT FILE: TERMINAL TYPE// 

EDIT WHICH FIELD: ALL// 

Select TERMINAL TYPE NAME: P-MICROCOM 400

Are you adding 'P-MICROCOM 400' as a new TERMINAL TYPE (the 159TH)? No// Y

  (Yes)

SELECTABLE AT SIGN-ON: N  NO

RIGHT MARGIN: 80

FORM FEED: $C(12)

PAGE LENGTH: 60

BACK SPACE: $C(8)

*OLD XY CRT: (Prompt not used)
XY CRT:  (Prompt not used)
OPEN EXECUTE: D OPEN^LRLABEL4

OPEN EXECUTE DESCRIPTION:

  1>

CLOSE EXECUTE:  ^

2. Device file (#3.5):

Select VA FileMan Option: enter or Edit File Entries

INPUT TO WHAT FILE: DEVICE//      (70 entries)

EDIT WHICH FIELD: ALL// 

Select DEVICE NAME: LABLABEL BAR

 Are you adding 'LABLABEL BAR' as a new DEVICE (the 71ST)? No// Y  (Yes)

   DEVICE LOCATION OF TERMINAL: FACIT T410 PRINTER FOR LAB

   DEVICE $I: (Enter the port number that the printer will use)
   DEVICE VOLUME SET(CPU): (Enter your three-character volume group name) 
   DEVICE TYPE: T  TERMINAL

LOCATION OF TERMINAL: MICROCOM 400 PRINTER FOR LAB LABELS

Select MNEMONIC: 

LOCAL SYNONYM: LABLABEL

$I: // (local port number)

VOLUME SET(CPU): // 

SIGN-ON/SYSTEM DEVICE: N  NO

TYPE: TERMINAL// 

SUBTYPE: P-MICROCOM 400 

ASK DEVICE: N  NO

ASK PARAMETERS: N  NO

ASK HOST FILE: 

ASK HFS I/O OPERATION: 

QUEUING: 

OUT-OF-SERVICE DATE: 

NEAREST PHONE: 

KEY OPERATOR: 

MARGIN WIDTH: 

PAGE LENGTH: 

SUPPRESS FORM FEED AT CLOSE:  Y

SECURITY:  ^

3. Accession File (#68):Only for accession areas where barcode labels are used
Enter or Edit File Entries

INPUT TO WHAT FILE: ACCESSION//

EDIT WHICH FIELD: ALL// 5  BAR CODE PRINT  

THEN EDIT FIELD: 

Select ACCESSION AREA: CH  CHEMISTRY  

BAR CODE PRINT: YES// Y  YES 

Select ACCESSION AREA: ^

4. Laboratory Site File (#69.9):

ENTer or Edit File Entries

INPUT TO WHAT FILE: LABORATORY SITE// 

EDIT WHICH FIELD: ALL// 12  PRINT LABELS  

THEN EDIT FIELD: 302  LABEL TYPE  

THEN EDIT FIELD: 

Select LABORATORY SITE NAME: (Enter your site name) 

PRINT LABELS: YES 

LABEL TYPE: 4   (SITE)

Select LABORATORY SITE SITE NAME: ^

5.  Switch Settings: Factory settings are the default.

6. Cable: Standard printer serial connection

7. In programmer mode, type:

ZL BLRLABEL

ZS LRLABEL4

8. Test the label printer by using the “Reprint an Accession Label” option found in the Accessioning Menu to check that the labels have formatted correctly.

