Instructions for Using Ateb Signature Capture Device with RPMS Outpatient Pharmacy v7.0
· The Ateb Signature Capture device needs to be set up as a generic, text-only, TCP/IP printer on your network. It also needs to be set up as a device in RPMS.

· Make sure that you have your IHS site parameters set so that signature labels will print for all patients, otherwise not all patients will show up in the Signature Capture device.

Select IHS Core Option: PIHS  IHS-Specific Pharmacy Options  

Outpatient Pharmacy software - Version 7.0

Division: TEST  1234
          You are logged on under the TEST division.

SIGNATURE LABEL: N// ?
     Answer must be 1-3 characters in length.

D=MEDICAID PRESCRIPTIONS

R=MEDICARE PRESCRIPTIONS

P=PRIVATE INSURANCE PRESCRIPTIONS

A=ALL PRESCRIPTIONS   ( This is what you want to select
N=NO PRESCRIPTIONS

A CAN ONLY BE CHOSEN BY ITSELF

N CAN ONLY BE CHOSEN BY ITSELF
· When you are prompted for the name of the Signature Label printer, select the RPMS device name that was assigned to the Signature Capture device and all signature label information will be sent to that device.
Select IHS Core Option: PSOM  Outpatient Pharmacy Manager

Outpatient Pharmacy software - Version 7.0

Division:    TEST  1234
          You are logged on under the TEST division.

Number of Days For Chronic Med Profile:  (1-999): 90//

Pre-Select PMI/Chronic Med Profile Device? (Y/N) ? No//   (No)

Select Signature Label Printer: //ATEB
