The following steps must be performed to enable the ScriptPro interface: 

1) Make the following entries in the APSP CONTROL file.

a. EXT INTERFACE HAS DRUG LOGIC (#800) field

S X=$$CHKDRUG^APSSSPRO(RX) 

b. EXT INTERFACE CALL LOGIC (#900) field i. 

D EP1^APSSSPRO(RX,$G(REPRINT),.SGY) 

2) Set the value of the EXTERNAL INTERFACE field in the OUTPATIENT SITE NAME file to a 1(to have RPMS print the label) or 2 (to have ScriptPro print the label). 

3) If the list of drugs to be sent via the interface is to be restricted, then enter the allowable drugs into the APSS DRUG file and set the RESTRICT TO APSS DRUG FILE field in the APSS PARAMETERS file to YES. 

5) Set the LINK ACTIVE field in the APSS PARAMETERS file to YES. 
4) Create an entry in the DEVICE file that represents the physical connection to the ScriptPro device and enter it in the DEVICE field of the APSS PARAMETERS file. 

AIX

A) Define IP to /etc/hosts
B) Create the print spooler
SMIT( Printer Spooling ( Aix Print Spooling ( Select Add a Print Queue (Make sure it uses Port 9100)
  ppr035               hp@ppr035            generic (ASCII)

  Print queue name                                    ppr035

  Printer name                                        hp@ppr035

C) VA Fileman ( Enter/edit File Entries ( Device File 

NAME: PPR035



$I: lp -d ppr035

ASK DEVICE: NO



ASK PARAMETERS: NO

VOLUME SET(CPU): PRH


SIGN-ON/SYSTEM DEVICE: NO

LOCATION OF TERMINAL: OUTPATENT SCRIPTPRO

SUPPRESS FORM FEED AT CLOSE: YES   OPEN PARAMETERS: "QW"

MNEMONIC: SCRIPTPRO

SUBTYPE: P-OTHER80


TYPE: OTHER

NT

A) Create the Printer in Windows( Settings( Printers ( Add Printer( Local Printer ( Create a new Port ( Standard TCP/IP Port ( IP address of ScriptPro Firewall or Device ( Generic Network Card ( Generic/Text only ( Keep existing Driver ( Printer Name = SCRIPTPRO ( Location = SCRIPTPRO ( Properties ( Ports ( Configure Ports ( make sure that it is on port 9100
B) VA Fileman ( Enter/edit File Entries ( Device File 

Select DEVICE NAME: SCRIPT PRO

  Are you adding 'SCRIPT PRO' as a new DEVICE (the 46TH)? No// Y  (Yes)

   DEVICE LOCATION OF TERMINAL: PHARMACY

   DEVICE $I: |PRN|SCRIPTPRO
   DEVICE VOLUME SET(CPU): QIN

   DEVICE TYPE: O  OTHER

LOCATION OF TERMINAL: PHARMACY//

Select MNEMONIC:

LOCAL SYNONYM: SP

$I: |PRN|SCRIPTPRO//

VOLUME SET(CPU): QIN//

SIGN-ON/SYSTEM DEVICE:

TYPE: OTHER//

SUBTYPE: P-OTHER

ASK DEVICE: N  NO

ASK PARAMETERS: N  NO

OPEN PARAMETERS: "QW"

CLOSE PARAMETERS: ^MARGIN WIDTH

MARGIN WIDTH: 256

5) Create an entry in the APSS PARAMETERS file to use this new Device

Select APSS PARAMETERS FACILITY:    ROGER SAUX HC

FACILITY: ROGER SAUX HC//

LINK ACTIVE: YES//

DEVICE: SCRIPT PRO      PHARMACY     |PRN|SCRIPTPRO     QIN

SIG LINE LENGTH:

RESTRICT TO APSS DRUG FILE:

PROMPT TO SEND:

LOG TRANSMISSION: Y  YES

Select LOCATION:

Filling drugs that were already dispensed elsewhere


How can I enter the Rx, print the label (can mean printing the label to the screen), and not transmit the order to ScriptPro to be filled (in the case of ER or field clinic orders that were already dispensed)?
The easiest way to do this would be to include something unusual in the Sig (like brackets at the end) and have ScriptPro ignore the Rx every time they saw it. Printing the label (even if it is to the screen) is what triggers the call to the POS package to transmit the claim. If you use ^, it bypasses the printing AND the call to POS.

Remove this for NT systems








� See Laser Printer Setup Info-AIX


� See Laser Printer Setup Info-NT








