Three Label choices in Pharmacy 7
1) Standard label stock on rolls via a dot matrix printer
2) Laser labels formatted to work with RPMS Pharmacy 7 (VA laser labels –ask for IHS format) You can obtain these labels from one of the sources on the attachment. Most sites are using HP4200 series Laser Printers
3) Zebra printers
NB(Signature labels can't be printed on a slave device b/c they are auto-tasked

Printer formatting is controlled at several levels

I.
The operating system (O/S ) either AIX or WINDOWs

II.
The RPMS Device and Terminal Type Files

III.
In the IHS and VA Pharmacy Site Parameters
I.
To Set up the VA Laser Label Printer in AIX

Four Steps

1) Unpack, connect, and configure the printer assigning an IP address for your network i.e. 161.223.xxx.yyy

2) Define IP to /etc/hosts

a. Use the unix editor (vi) to name the new printer and associate it with the new IP address.

3) Set up a print Queue

a. Normally hpJetDirect is the type of queue selected since most printers are compatible with the PCL drivers used by HP. 

b. Select the appropriate manufacturer and model of the printer that you’re installing and then name it using a convention established by your facility/Area Office. 

c. Under the printer connection characteristics make sure that the HOSTNAME of the JetDirect Card matches the name you entered in the /etc/hosts file.

4) Program Print Spooler

1)
$vi /etc/hosts

"/etc/hosts"  181 lines, 8317 characters # @(#)47        

# Internet Address      
Hostname        

# Comments

#

161.223.78.216  
scip216 
SCIP216         
#XXX DPS IP PRINTER

161.223.78.12   
scip12  

SCIP12          
#XXX Pharm HP Label Printer

161.223.78.30   
scip30  

SCIP30          
#XXX DPS  Printer

2)
 SMIT to create an AIX print queue
Log in as root and at the AIX prompt type
SMIT
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: xstation Printer Attached to Xstation :
: ascii Printer Attached to ASCII Terminal :
: hpJetbirect Hetwork Printer (WP JetDirect) :
: file File (in /dev directory) :
: ibmiietPrinter IBM Network Printer :
: ibmiietColor 1IBM Hetwork Color Printer :
: other User Defined Backend :
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Most printers are compatible with the PCL drivers used by HP
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3
: Printer Type H
* Move cursor to desired item and press Enter. :
* [rop] :
: hplj-2 Hewlett-Packard Laserdet IT :
* hplj-2500C Hewlett-Packard 2500C Color Printer :
: hplj-3 Hewlett-Packard Laserdet ITI :
* hplj-3si Hewlett-Packard Laserdet ITISi :
: hplj-a Hewlett-Packard Laserdet 4,4H :
: hplj-a+ Hewlett-Packard Laserdet 4 Plus :
15 - 2000 Hewlett-Packard Laserdet 4000] :
*  hplj-4500 Hewlett-Packard Color Laserdet 4500 :
* hplj-asi Hewlett-Packard Laserdet 4si :
: hpli-av Hewlett-Packard Laserdet 4V :
* [oRE. ..8] :
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If your printer’s model is not on the list, select the model most similar to it.
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The setting is always the same, Do NOT make this system a BOOTP/TFTP server.
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*Most printers are compatible with HP PCL.

**It’s easiest to make the queue name and the hostname which was created in the /etc/hosts file the same.  (K.I.S.S.)
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$ lpstat -pbaip30

Queue   
Dev   
Status    
Job 
Files              
User         PP %   Blks  Cp Rnk

------- 

----- 
--------- 
--- 
------------------ ----------   ---- --    -----   ---  ---

scip30 

 hp@ba READY

3)
To Program Print Spooler in AIX
a. Unix margin width is 180, characters

b. Length is 84 lines

c. Pitch is 16

d. Type style = courier and 600dpi. 

You need to use SMIT to increase the lines per page from 66 to 84 and the columns per page from 80 to 184. You will need Systems Administrator Authority (root) to do so. Follow the path below.

SMIT
                               





 



SA      Command to run to get current value of 'align'       /usr/bin/lsquedev

To LIST attributes, enter AttributeName1 ... (* for all attributes)

To terminate, press Enter: 
 _l=84
Name
Description 




Value

_l      LINES per page




84

To LIST attributes, enter AttributeName1 ... (* for all attributes)

To CHANGE an attribute value, enter AttributeName=NewValue

To FORMAT and EDIT an attribute value, enter AttributeName~v

To EDIT the attribute file, enter ~v

To terminate, press Enter:  _w=180
Name
Description 




Value

_w
COLUMNS per page



180

To terminate, press Enter:_u=2           ( Only use this parameter if you want to be able to use Drawer 2
Name    Description                                          Value

_u      Input Source 

                     2

II. Set up the printer in RPMS through the VA  Kernel.  

The Device and Terminal type definitions need to be correct.  The terminal type associated with the Laser Label device must be a laser label type (not P-OTHER).  

1. In Fileman use Transfer Entries to create a new terminal type for use by pharmacy. (i.e. P-HPLASER-P12-PHARM) if others at the facility are using the P-HPLASER-P12 for non Rx printing.

          Enter or Edit File Entries

          Print File Entries

          Search File Entries

          Modify File Attributes

          Inquire to File Entries

          Utility Functions ...

          Data Dictionary Utilities ...

          Transfer Entries

          Other Options ...

Select VA FileMan Option: Transfer Entries
Select TRANSFER OPTION: 1  TRANSFER FILE ENTRIES

INPUT TO WHAT FILE: TERMINAL TYPE              (157 entries)

TRANSFER FROM FILE: TERMINAL TYPE//

TRANSFER DATA INTO WHICH TERMINAL TYPE: P-HPLASER-P12-RX
Are you adding 'P-HPLASER-P12-RX' as a new TERMINAL TYPE (the 158TH)? No// Y
TRANSFER FROM TERMINAL TYPE: P-HPLASER-P12
   WANT TO DELETE THIS ENTRY AFTER IT'S TRANSFERRED? No// <ENTER>
DO YOU WANT THOSE POINTERS UPDATED (WHICH COULD TAKE QUITE A WHILE)? No// <ENTER>

2. From the Device Management menu choose, Device Edit
Select DEVICE NAME: PHARMLASERLABEL
Are you adding ' PHARMLASERLABEL ' as a new DEVICE (the 310TH)? No// Y
   DEVICE LOCATION OF TERMINAL: HP 4000
   DEVICE $I: lp -d baip30

( enter the queue name created in unix after the lp -d
   DEVICE VOLUME SET(CPU): BCR

   DEVICE TYPE: OTHER

LOCATION OF TERMINAL: Pharmacy Label //

Select MNEMONIC:

LOCAL SYNONYM: RPH

$I: lp -d baip30//

VOLUME SET(CPU): XXX//

SIGN-ON/SYSTEM DEVICE: NO

TYPE: OTHER//

SUBTYPE: P-HPIII-P12-PHARM      

( HP LaserJet III in Portrait 12pitch
ASK DEVICE: NO
ASK PARAMETERS: NO
ASK HOST FILE: NO
PAGE LENGTH:

SUPPRESS FORM FEED AT CLOSE:

OPEN PARAMETERS: "QW"

( for ip printers this will always be “QW”
MULTIPLE SIGN-ON: ^ 

(All of the required information has been entered so  ^ out
II-B Run PSOLLU2
The laser label configuration routine (PSOLLU2) must be run for each laser printer/terminal type combination. If you have several laser printers defined in the Device File all of which use the same terminal type, then you only need to run the utility once. Using the P-OTHER terminal type is not recommended.  Try one of the HP terminal types i.e. P-HPLASER-P12. The device prompt should be answered with the name of the laser printer device.  The routine will then determine the associated terminal type and add the control codes to that terminal type.  This is why it is important to have the Device and Terminal Type entries correct at the outset.

D ^PSOLLU2

DEVICE: HOME// PHARMLASERLABEL
( Enter the name of the Device created above

HP or LexMark: H


You will be copying the CONTROL CODES to device lp -d baip30 are you sure ? Y
Copying. . .
II-C Edit Print Routine to modify statement on hoe to request RFs 

To modify the VA Laser Label Print Routine to remove MAIL from the RF request statement

Cube( Explorer( PSOLLL3

PSOLLL3^INT^1^59868,73295^0

PSOLLL3 ;BHAM/JLC - LASER LABELS ;09-Mar-2004 09:29;PLS

 ;;7.0;OUTPATIENT PHARMACY;**120**;DEC 1997

 ;

 ; Modified - IHS/CIA/PLS - 03/05/04

 S PRCOPAY=$S('$D(PSOCPN):0,1:1)

PF ;PATIENT FILL DOCUMENT

 I $G(PSOIO("PFI"))]"" X PSOIO("PFI")

 D  S PSOFONT=OFONT

 . S OFONT=PSOFONT,PSOFONT=PSOHFONT

 . I $P(RXY,"^",9)=0 S T="NO REFILL for this prescription" D PRINT(T,1,1) S PSOY=PSOY+PSOYI Q

 . I RXF+1=(1+$P(RXY,"^",9)) S T="NO REFILLS LEFT for this prescription" D PRINT(T,1,1) S PSOY=PSOY+PSOYI Q

 . S T="PHONE IN OR MAIL YOUR REFILL REQUEST" D PRINT(T,1,1)

 . S PSOFONT=OFONT,T="Follow the refill instructions provided with your prescription." D PRINT(T,0,1) S PSOY=PSOY+PSOYI
Could change it to 

YOU MAY PHONE XXX-XXX-XXXX TO REQUEST A REFILL
III Set Pharmacy Site Parameters  (2 Files)

A) Label Site Parameters for the PIHS MENU (PIHS(IHS)
Select IHS-Specific Pharmacy Options Option: IHS IHS Pharmacy Site Parameters

Select APSP CONTROL PHARMACY SYSTEM: GOOD HEALTH PHARMACY

PHARMACY SYSTEM: ABCD//

DEFAULT PATIENT STATUS: OUTPATIENT//

LABEL WIDTH: 32//  (fth-38)

PRINTABLE LINES: 8//

SKIP LINES BEGINNING: 0//
SKIP LINES END: 3//
MAIL/WINDOW OPTION: DON'T ASK//

NUMBER OF LABELS TO SKIP: 1// (fth-0)

LEFT MARGIN TAB: 7// (fth-10)

EXPIRATION DATE: 180// (fth-360)

SUMMARY LABELS: PRINT//

COMPRESSED LEFT MARGIN: 16//  (10)

COMPRESSED LABEL WIDTH: 32//(fth-38)

PCC RUNNING: YES//

PREPACK PRINTABLE LINES: 8//

PREPACK SKIP LINES BEGINNING: 0//(fth-1)

PREPACK SKIP LINES END: 3//(fth-2)

PREPACK LEFT MARGIN: 7//(fth-10)

PREPACK LABEL WIDTH: 32//(fth-38)

UNIT DOSE PRINTABLE LINES:

UNIT DOSE SKIP LINES BEGINNING: 0//

UNIT DOSE SKIP LINES END: 3//

PREPACK LABELS TO SKIP: 0//
UNIT DOSE LABELS TO SKIP: 0//

UNIT DOSE LEFT MARGIN: 1//

UNIT DOSE LABEL WIDTH:

Start with the above suggested values adjusting and test printing until the labels come out correctly.

For printing labels in the IV program, once 7.0/5.0 is loaded you will have to delete one line in the site parameter so it will still print multiple labels correctly.

IV Menu Option ( supervisor's Menu ( Site Parameters (IV)

Select IV ROOM NAME: M&S

NAME: M&S//

LENGTH OF LABEL: 15//


( This one

WIDTH OF LABEL: 47//

LINE FEEDS BETWEEN LABELS: 3//

B.)
 Label Site Parameters from 

OUTPATIENT PHARMACY MANAGER’S MENU(




SUPERVISOR FUNCTION(





SITE PARAMETER ENTER/EDIT
There are only a few parameters here that affect Label printing


NAME: GOOD HEALTH//

MAILING STREET ADDRESS: 123 Road Road//

AREA CODE: 911//

PHONE NUMBER: 669-2137//

MAILING FRANK ZIP+4 CODE: 85554//

SITE NUMBER: 2116//

MAILING FRANK CITY: ANYWHERE//

MAILING FRANK STATE: DELAWARE//

INACTIVE DATE:

HOLD FUNCTION?: YES//

SUSPENSE FUNCTION?: NO//

CANCEL DRUG IN SAME CLASS: NO//

REFILL INACTIVE DRUG RXS: YES//

ASK METHOD OF PICKUP: NO//

PASS MEDS ON PROFILE: YES//

PROFILE `SORT BY' DEFAULT: MEDICATION//

COPIES ON NEW: YES//

DRUG CHECK FOR CLERK: YES//

FEE BASIS SUPPORT: NO//

MULTI RX REQUEST FORM:

NO

BARCODES ON REQUEST FORMS:
BOTH



BARCODES ON ACTION PROFILES:
NO

VERIFICATION: YES//


NO

DISPLAY GROUP:

SCREEN PROFILES: YES//

EDIT PATIENT DATA: NO//

EDIT DRUG: YES//

RENEWING RX'S ALLOWED: YES//

PASS MEDS CANCEL: NO//

AUTO SUSPEND: NO//

SHALL COMPUTER ASSIGN RX #S: YES//

PROFILE WITH NEW PRESCRIPTIONS: NO//

Zebra (S600) Printer Customization – AIX

Zebra printers, in a Cache environment, will only work on AIX platforms.

The Zebras run on a script that Severn created. 

1. Enter szmu at the Aix prompt to get a menu  to configure the printers.

KAY>!szmu
 Testing the RS/6000 AIX Version Level...

   This RS/6000 system is running AIX Version 4 or 5....

SEVERN ZEBRA LABEL PRINTING MANAGEMENT UTILITY

----------------------------------------------

L) Manage Local Zebra Label Printing for Digi

R) Manage Remote Zebra Label Printing for Emulex

Q) Exit the Application

Enter your selection:

2. To enter in the Pharmacy name, address & phone #. 
After Adding the Remote Zebra Print Formatter use the Edit Formatter 
    MANAGE REMOTE ZEBRA LABEL PRINTING FOR EMULEX

    ---------------------------------------------

    P) Add A Remote Zebra Print Queue

    F) Add A Remote Zebra Print Formatter

    E) Edit A Remote Zebra Print Formatter

    R) Remove A Remote Zebra Print Formatter

    M) remove A Remote Zebra Print Queue

    V) View Current Remote Configuration

    Q) Return to Previous Menu

    Enter your selection: q   

Device File setup Sacaton

NAME: ZEBRARX1

$I: lp -d zebrarx1                    

ASK DEVICE: NO

ASK PARAMETERS: NO                    VOLUME SET(CPU): HHM

SIGN-ON/SYSTEM DEVICE: NO             LOCATION OF TERMINAL: PHARMACY

LOCAL SYNONYM: ZEBRARX1               ASK HOST FILE: NO

ASK HFS I/O OPERATION: NO             SUPPRESS FORM FEED AT CLOSE: YES

NEAREST PHONE: 1115                   OPEN PARAMETERS: "QW"

MNEMONIC: Z1

SUBTYPE: P-OTHER80                    TYPE: OTHERDevice File Set up

161.223.35.28   kpharm1r                #KHC ZEBRA1

Device File setup Kayenta

NAME: KPHARM1




$I: lp -d zkpharm1a

  ASK DEVICE: NO




ASK PARAMETERS: NO

  VOLUME SET(CPU): KAY


SIGN-ON/SYSTEM DEVICE: NO

  LOCATION OF TERMINAL: KHC PHARMACY ZEBRA1

  SUPPRESS FORM FEED AT CLOSE: YES
OPEN PARAMETERS: "QW"

  SUBTYPE: P-OTHER80



TYPE: OTHER

Separate Devices for multiple drawers on a Lexmark Optra S Laser Printer

1) Create a new Print Queue for the Lower Drawer.

See Pages 2-9 above. Name the new print queue something that indicates the same printer but using drawer or tray 2 I.E. pkyleD2018. The HOSTNAME will be the same as for the other print queue created for drawer 1 (in this case pky018) so the print device will be hp@pky018

Set the _u variable to 2 using the Programming options (page 8-9 above)

2) Create a new entry in the Device File for the Lower Drawer using the New Print Queue  that you just created

Select DEVICE NAME: PKY018-D2
  Are you adding 'PKY018-D2' as a new DEVICE (the 253RD)? No// Y
LOCATION OF TERMINAL:  KYLE Rx LABEL DRAWER 2

   DEVICE $I: lp -d pkyleD2018   This $I in use by other Devices.

   DEVICE VOLUME SET(CPU): PRH
   DEVICE TYPE: OTHER  OTHER

SUBTYPE:    P-HPLASER-P12
SIGN-ON/SYSTEM DEVICE: NO

OPEN PARAMETERS: "QW"
SUPPRESS FORM FEED AT CLOSE: Y 

RPMS will send the PMI to the plain paper drawer only if a PMI is requested separately

Both drawers will work but drawer 2 has plain paper but the Label print routines are not programmed to look at the second device in the event of overflow  The optimal situation (and most cost effective) would be for the first page of the label to print on label stock and any subsequent pages of patient information print on plain paper from drawer 2. If you print a PMI from that option it will print from drawer 2 but during Rx entry all pages print on label stock from drawer 1.
For two sided printing
1) Known issues

a. If the Sig is too long it will print out on the back of the label

b. An extra sheet feeds between each patient

2) Add the printer to /etc/hosts and set up the print queue as described in pgs 1-9 above
3) Create a new Terminal Type file entry as below
Select TERMINAL TYPE NAME: P-LASER_POS

NAME: P-LASER-POS//

SELECTABLE AT SIGN-ON:

RIGHT MARGIN: 180//

FORM FEED: #//

PAGE LENGTH: 84//

BACK SPACE:

OPEN EXECUTE DESCRIPTION: S:'$D(IOM) IOM=132 U IO W:IOM>132 *27,"0" W *27,*40,115,*49,*54,*46,*54,*55,*72
10 PITCH:

12 PITCH:

16 PITCH: $C(27)_"0"//

DEFAULT PITCH:

QUALITY 2:

HOME CURSOR:

REVERSE VIDEO ON:

ODEM STATUS LOGIC:

Select CTRL CODE ABBREVIATION: PFI//

  CTRL CODE ABBREVIATION: PFI//

  FULL NAME: PATIENT FILL INITIALIZATION  Replace

4) Create a new RPMS Device
(HP 4250dtn to duplex at Winslow)
NAME: WIHCR33//

LOCATION OF TERMINAL: MAIN PHARMACY//

Select MNEMONIC: 161.223.38.62//

LOCAL SYNONYM: RXWLBL2
$I: lp -dwihcr7VII
VOLUME SET(CPU): WIHCC//

SIGN-ON/SYSTEM DEVICE: NO//

TYPE: OTHER//

SUBTYPE: P-LASER-POS//

ASK DEVICE: NO//

ASK PARAMETERS: NO//

ASK HOST FILE: NO//

ASK HFS I/O OPERATION: NO//

QUEUING: FORCED//

OUT-OF-SERVICE DATE:

NEAREST PHONE: EXT.26118//

KEY OPERATOR: P.VERMELYA//

MARGIN WIDTH:

PAGE LENGTH:

SUPPRESS FORM FEED AT CLOSE: YES//

SECURITY:

CLOSEST PRINTER:

FORM CURRENTLY MOUNTED: PHARMACY LABEL//

OPEN PARAMETERS: "QW"//

5) AIX Print Queue

  Print queue name

wihcr7VII
  Printer name


hp@wihcr7VII

POSTSCRIPT option INSTALLED?



 No

+

AUTOMATIC detection of print file TYPE to be done?

Yes

+

PAPER SIZE for standard 250-sheet cassette


letter

+

PAPER SIZE for multipurpose tray




letter

+

PAPER SIZE for optional 500-sheet lower cassette


letter

+

PAPER SIZE for manual paper feed



letter

+

ENVELOPE SIZE for multipurpose tray



10

+

ENVELOPE SIZE for optional envelope feeder


10

+  

ENVELOPE SIZE for manual envelope feed



10

+  

Input PAPER TRAY for header page



tray 2

+

Input PAPER TRAY for trailer page



tray 2

+ 

FORMATTING FLAGS for header page



[]

FORMATTING FLAGS for trailer page



[]

USERS to get intervention messages



[]

FLAGS PROHIBITED for all print files



[]

Default VERTICAL SPACING (lines per inch)


6

+

WIDTH of printable area on header page



[77]

+#
Change the Subtype BEFORE running PSOLLU2. As it will modify this terminal type to add label formatting codes.





To LIST attributes, enter AttributeName1 ... (* for all attributes)


To terminate, press Enter:  *


_E      DOUBLE SPACING?                                      		!


_H      HOSTNAME for "PRINTED AT:" on HEADER PAGE


_J      RESTORE printer?                                    		 +


_L      WRAP long lines?                                    		 +


_X      CODE PAGE of print file                             		 ISO8859-1


_Z      Send FORM FEED after each file?                      		+


_a      0: Normal Print;  1: Return Flag Values &            		0


          Pipeline, But Don't Print


_b      BOTTOM MARGIN (lines)                                		0


_d      Print file TYPE                                     		 a


_f      Pre-processing FILTER NAME


_g      PAGE NUMBER where printing should begin              	1


_h      TITLE STRING for 'pr' filter


_i      Number of columns to INDENT                         		 0


_j      INITIALIZE printer?                                 		 +


_l      LINES per page                                      		 66


_p      PITCH (characters per inch)                          		10


_t      TOP MARGIN (lines)                                 		  0


_v      LINE DENSITY (lines per inch)                        		  6


_w      COLUMNS per page                                    		 80


_x      Add LINE FEED or CARRIAGE RETURN                     	  2


__SYS   OTHER VALUES OF INTEREST TO THE SYSTEM


          ADMINISTRATOR





Change / Show Printer Attribute Database


Move cursor to desired item and press Enter. Use arrow keys to scroll





 [MORE...33]


ppr034	 � HYPERLINK "mailto:hp@ppr034" ��hp@ppr034�	generic (ASCII


daleprtr	� HYPERLINK "mailto:hp@daleprtr" ��hp@daleprtr�	 hplj-4 (PCL)


kylabell	� HYPERLINK "mailto:hp@kylabel1" ��hp@kylabel1�	generic (ASCII)


ppr031	� HYPERLINK "mailto:hp@ppr03l" ��hp@ppr03l�	generic (ASCII)


pwn070	� HYPERLINK "mailto:hp@pwn070" ��hp@pwn070�	generic (ASCII)


pky018	 � HYPERLINK "mailto:hp@pky018" ��hp@pky018�	generic (ASCII) 


jvn209	� HYPERLINK "mailto:hp@jvn209" ��hp@jvn209�	 generic (ASCII) 








                              Programming Tools





  Change / Show Printer Attribute Database (Virtual Printers)


  Change / Show Pre-processing Filters


  Local Print Devices


  Queues and Queue Devices





                  AIX Print Spooling





Start a Print Job


Manage Print Jobs


List All Print Queues


Manage Print Queues


Add a Print Queue


Add an Additional Printer to an


Existing Print Queue


Change / Show Print Queue Characteristics


Change / Show Printer Connection Characteristics


  Remove a Print Queue


  Manage Print Server


  Programming Tools


  Change / Show Current Print Subsystem





    System Management





Move cursor to desired item and press Enter.





  Software Installation and Maintenance


  Software License Management


  Devices


  System Storage Management (Physical & Logical Storage)


  Security & Users


  Communications Applications and Services


  Print Spooling


  Problem Determination


  Performance & Resource Scheduling


  System Environments


  Processes & Subsystems


  Applications


  Installation Assistant


  Cluster Systems Management


  Using SMIT (information only) 





                Print Spooling





Move cursor to desired item and press Enter.





  AIX Print Spooling        








The print queue is now set up.  Exit this menu (F10) and take a look at  the print queue by using the lpstat command.








Once the PCL and the HOSTNAME fields are completed, press enter to complete the setup.








HOSTNAME must match the name that was entered in the /etc/hosts file





Do not have to change this #





Select PCL print queue*





Create a queue name using a local convention **





Always select this (NEVER #1)





Select your printer’s model





Select the manufacturer of your printer





Select hpJetDirect





Select Add a Print Queue





Select AIX Print Spooling





Select Print Spooling





UNIT DOSE LABELS TWO ACROSS: YES//


UNIT DOSE 2ND LEFT MARGIN: 36//


PREPACK LABEL LINE 1: PATIENT://


Name:______________________Chart #:_____________


PREPACK LABEL LINE 2: PROVIDER: DATE: 


Dr.:______________________Date:_____________


USING PREPACK SYSTEM: YES//


SUMMARY LABEL COPIES: 1//


MANUFACTURER/LOT#/EXP: DON'T ASK OR DISPLAY MAN DATA//


DEFAULT OTHER LOCATION: OTHER// (FT. HALL  HC)


SHOW PATIENT STATUS FIELD: YES//


SHOW NDC: NO//


SHOW AWP PER DISPENSE UNIT: NO//


SHOW AAC PER DISPENSE UNIT: NO//


RX BILL DEFAULT STATUS: AUTO BILL//


SHOW RX BILL & INSURER FIELDS: NO//


SIGNATURE LABEL: N//		(DP)


DISPLAY NDC ON LABEL: NO//


PASS DATA TO POS: YES//


SHOW TRIPLICATE #: NO//


SHOW CHRONIC MED PROMPT: SHOW WITH YES AS DEFAULT//


AUTORELEASE RX: YES//


PAPERLESS REFILL: NO//


VA LASER LABEL: 


EXT INTERFACE HAS DRUG LOGIC:  


EXT INTERFACE CALL LOGIC: D EP^BZSPLINK// 





Yes if Laser Labels Blank if Dot Matrix





SLAVED LABEL PRINTING:


METHADONE PROGRAM: NO//


METHADONE DRUG:


DAYS TO PULL FROM SUSPENSE:		10


DAYS TO PULL SUSPENDED CS CMOP:


NEW LABEL STOCK: NO//


EXTERNAL INTERFACE:


BLANK LABEL BETWEEN PATIENTS:


VERIFYING PHARMACIST ON LABELS:


Select CPRS ORDERING INSTITUTION: PARKER HOSP//


  CPRS ORDERING INSTITUTION: PARKER HOSP//


  LOGICAL LINK:


Select CPRS ORDERING INSTITUTION:


RELATED INSTITUTION: PARKER HOSP//


LABEL/PROFILE MONITOR MAX: 1000//


NARCOTICS NUMBERED DIFFERENTLY: NO//


NARCOTIC LOWER BOUND: 0//


NARCOTIC UPPER BOUND: 99999999//


PRESCRIPTION # LOWER BOUND: 33979//


PRESCRIPTION # UPPER BOUND: 99999//


IB SERVICE/SECTION: PHARMACY//


NARRATIVE FOR COPAY DOCUMENT:


  No existing text Edit? NO//


NARRATIVE REFILLABLE RX:


  No existing text Edit? NO//


NARRATIVE NON-REFILLABLE RX:


  No existing textEdit? NO//


LOGICAL LINK:








Outpatient Site File





APSP Control File








